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USE THE PRIMT BUTTON ON YOUR BROWSER TO PRINT THIS PAGE 


The Fujifilm FinePix A205 offers superb performance in a sleek and stylish form. The camera, 
which has 2 million effective pixels, provides digital camera users with increased resolution, 
sensitivity, and color reproduction, and produces high-quality images with 1,600 x 1,200 
recorded pixels. A sharp 3x optical zoom fits into Fujifilm's stunning trademark square palm -sized 
design. In addition to still photography, the FinePix A205 offers movie recording and playback 
capability. Its easy-to-use menu interface makes the Fujifilm FinePix A205 simple to operate. 
Click on a camera view from the bar below to explore the FinePix A205 in more detail. 




Flash 

The electronic flash produces a burst of light for added illumination when light levels are low. 
The Fujifilm FinePix A205 has five flash modes: 

Auto: The camera determines when to fire the flash, according to the available light. Use this 
mode for ordinary photography. The flash fires automatically as required by the shooting 
conditions. 
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Red-Eye Reduction: Use this mode when photographing people in low-light conditions to ensure 
that the subjects' eyes appear natural. The flash fires a pre-flash just before the picture is taken 
and then fires again to take the actual picture. The pre-flash causes the subject's eyes to adjust 
in a way that minimizes the likelihood of red-eye effect. 

Forced Flash: Use this mode to photograph backlit scenes, such as a subject against a window 
or in the shade of a tree, or to obtain the correct colors when you are shooting under lighting 
such as fluorescent tubes. In this mode, the flash fires in bright as well as dark conditions. 

Suppressed Flash: The flash does not fire. Use this mode for photography using indoor lighting, 
for shots taken through glass, and for photography in venues such as theaters or at indoor 
sporting events where the distance is too great for the flash to be effective. 

Slow Synchro: This mode uses a flash with a slow shutter speed, allowing you to both illuminate 
subjects and capture light from a dark background. This allows you to take pictures of people at 
night that clearly show both your subjects and the nighttime backdrop. To prevent camera shake, 
always use a tripod. 

To choose the proper flash mode, set the Mode switch to Still image and press the Flash button to 
cycle through the flash modes until you reach the one you want. The last flash mode displayed is 
selected. The chosen flash mode icon appears in the upper-left corner of the LCD monitor. 

Flash control sensor 

The flash control sensor registers available light to determine whether the flash will fire (in Auto 
mode). Be careful not to cover the flash control sensor (as well as the flash and lens) when 
recording an image. 


Lens 

The lens is the "eye" of the camera. It focuses light rays on the CCD which are processed by the 
camera's processor to create the image. Many cameras have a zoom lens, which allows you to 
increase the size of the image without moving closer to your subject (see "Zoom buttons"). 



The Fujifilm FinePix A205 has a 3x optical zoom and a digital zoom that offers up to 2.5x 
additional magnification. The zoom is activated by pressing the up arrow to zoom in (telephoto) 
and the down arrow to zoom out (wide angle). 

The camera has a built-in lens cover that protects the lens when the camera is shut off. 

Self-timer lamp 

When the Self-timer feature is activated, the self-timer lamp lights for 5 seconds and then starts 
flashing. Five seconds later the camera makes a clicking noise and takes the picture. A counter on 
the LCD monitor counts down the time until the shot is taken. Self-timer mode is automatically 
canceled after each shot. 



Viewfinder window 

The optical viewfinder lets you compose your picture without using the LCD monitor, saving 
battery power. 
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Zoom buttons 

You can operate the optical zoonn using the Zoonn buttons (up and down arrows). You can also 
use the digital zoom when the quality setting is IM or 03M. However, this only applies when you 
are using the LCD monitor to take pictures. 

Optical zoom focal distance is approximately 36 mm to 108 mm for a maximum zoom scale of 3x. 
Digital zoom focal distance is dependent on the quality setting: 

• IM: approximately 108 mm to 135 mm, maximum zoom scale of 1.25x 

• 03M: approximately 108 mm to 270 mm, maximum zoom scale of 2.5x 



Macro button 

Macro mode allows you to record close-up images of subjects approximately 0.01 m to 1 m (3.9 
to 39.4 in.) away. Turn on Macro mode with the Macro button. The LCD monitor turns on 
automatically, and the macro icon (a flower) appears. 

In Macro mode, use the LCD monitor to compose your pictures, because the viewfinder does not 
present exactly the same view as registered by the lens. 

This button also serves as the left arrow button for navigating the various menus displayed on 
the LCD monitor. Use it to highlight items, then use the Menu/OK button to choose them. 

Flash button 

You can choose from five flash modes according to the type of shot. Cycle through the modes 
using the Flash button. 

This button also serves as the right arrow button for navigating the various menus displayed on 
the LCD monitor. Use it to highlight items, then use the Menu/OK button to choose them. 
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BACK button 

The BACK button is used to exit a menu without making any changes. Press this button to stop a 
procedure midway through. 



DISP button 

The Display button (DISP) is used in Photography mode to turn the live image display on the LCD 
monitor on and off. In Playback mode, pressing the DISP button switches text display on and off 
or selects multi-frame playback. 



DISP 


LCD monitor 

Use the 1.5-inch LCD monitor to compose an image when shooting, to replay images, and to view 
menu settings. 

The brightness of the LCD monitor display can be adjusted in any mode. Press the Menu/OK 
button to display the SET OPTION menu. Use the arrow buttons to highlight LCD. Press the 
Menu/OK button. An "adjustment bar" appears, indicating the range of brightness. Use the left 
and right arrows to adjust the brightness, then press the Menu/OK button. 

The LCD monitor displays information and icons about camera settings and operation. For 
example, in Still image mode, the camera indicates the date, photography mode, flash mode, 
macro mode, number of remaining images, file size/image quality, battery low warning, camera 
shake warning, EV (exposure compensation), white balance, and zoom progress. 

Menu/OK button 

The Menu/OK button displays the menu screen when you are shooting or playing back images. 
You also press this button to confirm a menu selection. 
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Using the nnenus is a six-step process: 


© Use the Mode switch to select a camera mode. 

© Press the Menu/OK button. 

© Use the arrow buttons to highlight an item in the menu. 

© Use the Menu/OK button to choose the item. 

© Use the arrow buttons to highlight a setting. 

© Press the Menu/OK button to confirm the setting. 

Viewfinder 

The optical viewfinder lets you compose your picture without using the LCD monitor, saving 
battery power. 

Viewfinder lamp 

The viewfinder lamp provides information on camera status. Lamp displays and associated 
camera states are: 

Lit green: Camera is ready to shoot. 

Blinking green: AF/AE in progress, camera shake warning, or AF warning (camera is ready to 
shoot). 

Blinking green and orange alternately: Recording to xD -Picture Card (camera is ready to 
shoot). 

Lit orange: Recording to xD-Picture Card (camera is not ready to shoot). 

Blinking orange: Charging the flash (flash will not fire). 

Flashing green (1-second intervals): Camera in Power Save mode. While the light is flashing, 
you can restore the camera to fully active status by pressing the Shutter button down halfway. 
After the camera switches off, turn the power off and back on again. 

Blinking red: xD-Picture Card warnings (no card loaded, card not formatted, card full, etc.) or 
lens operation error. The LCD monitor displays detailed warning messages. 
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Battery compartment 

You can power your FinePix A205 using one of three battery types: 

• Rechargeable battery NH-10 (Ni-MH battery) 

• Two rechargeable AA-size Ni-MH batteries 

• Two AA-size alkaline batteries 

The Ni-MH batteries are not fully charged at shipment and must be charged before being used. 
The camera has an indicator on the LCD monitor to let you know when battery power is low and 
the batteries need recharging. (When no indicator is displayed, the batteries have sufficient 
charge.) 

xD-Picture Card slot 

The camera stores images on a xD-Picture Card, inserted into the xD-Picture Card slot next to the 
batteries. 

The gold side of the xD-Picture Card should face the gold tab next to the slot. 

The number of images you can save depends on the card's capacity and the resolution and 
compression at which the images are shot, as well as the complexity of the images. For a table 
listing the estimated capacities of different -sized xD-Picture Cards at various resolutions and 
quality settings, see your Owner's Manual. 

Tripod mount 

The tripod mount is for attaching the camera to a tripod. Use a tripod to avoid blurring of the 
image caused by motion of the camera during recording. 


Power switch 

The Power switch is used to turn the camera on and off. 

The Fujifilm FinePix A205 has a Power Save function to conserve battery power. If the camera is 
not used in any way for approximately 30 seconds when the camera functions are enabled, this 
function temporarily switches off features such as the LCD monitor to reduce power consumption. 
If the camera is then left unused for a further period (90 seconds), the Power Save function 
automatically switches the camera off. To switch the camera back on, slide the Power switch to 
the side to turn the camera off briefly and then turn it back on. 

Mode switch 

The Mode switch has three settings: 
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[ Mode Switch] 

(f 

O Stiir photography mode 


H Playback mode 


Movie mode 



: Use Still image mode to take photographs. In this mode, all of the settings are 
specified by the camera. 


: Use Movie mode to shoot a video. 



: Use Playback mode to view your recorded images and movies on the LCD screen. 


Shutter button 

The Shutter button is used to record a still image or a movie. 

To record an image in Still image mode, press the Shutter button down fully without releasing it. 
The camera makes a clicking noise and takes the picture. The camera then records the 
photographed image. 

To record a movie in Movie mode, press the Shutter button. The camera will continue recording 
until you press the Shutter button again or until the available memory is used. During shooting, a 
timer in the top-right corner of the LCD monitor counts down the remaining time. (You do not 
need to hold the Shutter button down during recording.) 



USB and Cradle connection socket 

Your Fujifilm FinePix A205 comes with a USB cable for connecting the camera to a computer to 
download images for storage or editing. You can also connect the camera to a computer using the 
optional cradle. 
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DC IN socket 

Use the DC IN 3V port with the optional Fujifilm AC Power Adapter (AC-3V, AC-3VW) to power 
your camera and charge your battery from a wall outlet. Connect one end of the adapter to the 
DC IN 3V port and the other end to a wall outlet. 



Video Out socket 

Use the Video Out socket and A/V cable to play back images on a television. You can also connect 
the camera to a television via the optional cradle. 



http://www.fujifilm.eom/JSP/fuji/epartners/digitalcamera/quickstart/FujiCourses/resources/c... 1/5/2004 


topic 


Page 9 of 10 




Strap mount 

Attach the strap to the camera by passing the narrow loop through the strap mount, then passing 
the strap through the loop. 
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Optional picture cradle 

An optional cradle is available for the A205. By storing your A205 in the CP-FXAIO Picture Cradle, 
you ensure that your cannera is always charged and ready to go. The cradle and the 
FinePixViewer software that comes with the camera also make it a snap to transfer image files to 
your computer. 
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